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SUMMARY

Careful simulation-based evaluation plays an important role in the design of file and disk systems. We
describehereaparticular approach to such evaluationsthat combinestechniquesin wor kload synthesis, file
system modeling, and detailed disk behavior modeling. Together, thesemakefeasiblethedetailed simulation
of 1/0 hardwareand file system software. | n particular, using thetechniquesdescribed hereislikely to make
compar ativefile system studies more accur ate.

In addition to these specific contributions, the paper makes two broader points. First, it argues that
detailed models are appropriate and necessary in many cases. Second, it demonstr atesthat detailed models
need not be difficult or time consuming to construct or execute.
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INTRODUCTION

Because file and disk systems are such critica components of modern computer systems,
understanding and improving their performance is of great importance. Severa techniques
can be used to assess the performance of these systems, including abstract performance
model s, functional simulations, and measurements of a complete implementation. All have
their place; we concentrate here on the use of simulationsfor detailed ‘What if? performance
studies.

Themain advantage of using abstract model sasopposed to detailed simulationistheir ability
to provide adeguate answers to many performance questions without the need to represent a
great deal of system detail. However, abstract models make simplifying assumptions about
aspects of the system that may be important, particularly in thelater stages of astudy when the
design space has been narrowed and subtleissues are being considered. Thework we describe
here came about when we were doing some design studies of theinteractions between current
file system designs and new disk systems. In this environment, direct measurement was of
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course not possible, and we felt that an analytic model would be inadequate for our needs, at
|east partly because it would have difficulty representing theinteractions between performance
non-linearitiesin the disk system and the file system layout and request-sequencing policies.

In this paper we argue that detailed simulation studies for file and disk systems are often
appropriate, and need not be difficult to perform. This paper describes a specific approach that
can be used for such detailed simulations. This approach simplifiestheir execution, broadens
their applicability, and increases the accuracy of their results.

The next section motivates the rest of the paper by describing a few earlier file system
studies to show why it might be appropriate to use some of our techniques. The section
following that briefly introduces the e ements of our approach, which are elaborated upon in
subsequent sections. We then present an application of the approach to a particular problem
and summari ze the key contributions of the paper.

MOTIVATION

Asprocessors, memories, and networks continueto speed up rel ativeto secondary storage, file
and disk systemshaveincreasingly becomethefocusof attention. The Berkeley Log-structured
File System (LFS),! Redundant Arrays of Independent Disks (RAID),? and log-based fault
tolerant systems®* are some well-known examples of the newer innovative designs. Analysis
of these systems has exposed many subtleties that affect performance. Current technology
trends lead us to believe that file system and disk system design and analysiswill continueto
be one of the key areas in computer system design.

Typical performance studies of file systemsinvolvethe control of three distinct but related
aspects: the disk, the file system, and the workload. In each of these areas, simple models
trade off accuracy for modeling ease or tractability. Although useful early results can come
from less detailed model swith modest effort, these are no longer sufficient when more careful
comparisonsare desired. Indeed, back-of-the-envel ope cal cul ations or simple modeling of the
software and/or the disk hardware can yield results that are contrary to real-life performance.
We cite below some cases in point, where lack of detail or accuracy in the models led to
predictionsthat turned out to be at variance with actual performance.

The selection of a rebuild policy for a RAID disk array is one example of the need for
detailed and compl ete disk models. Here, a simulation study® using a detailed disk model that
included rotation timing effects produced results that were contrary to an earlier study® that
did not.

Another analyticmodel of aRAID controller’ found that neglected factors such ascontention
withinthe various e ementsin the array controller caused actua performance to be noticeably
worsethan that predicted. Even simulationsare not immunefrom over-simplification: arecent
study on disk caching behavior found that ignoring the effects of read-ahead and write-behind
in adisk model can produce results that are as much as a factor of two off from the actual
disk.2 Unfortunately, these and other real-life details are often omitted from models for the
sake of simplicity. In a later section, we describe our disk model and suggest that neither
accuracy nor modeling ease need be sacrificed.

The Log-structured File System is a file system whose performance characterization has
evolved as more detailed models and simulations have been developed. We use it here as an
example of how this process works. The earliest study® predicted a ten-fold improvement in
performance based on a simple model that was based on micro-benchmarks. A subsequent
study*® using synthetic workloads provided improved accuracy, but over-estimated the cost of
the segment cleaner by comparison with later measurements using a more realistic workload.*
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Another group!! looked at the effects of long running writes on read performance, an effect
that had previously not been analyzed indetail. Finally, amore careful comparison of LFSand
an improved regular file system that took cleaner costs into consideration found areas where
each file system was superior to the other.'?

The point here is not to criticize log-structured file systems or simple models, but to
demonstrate that increasing the level of detail in the models used to study a file/disk system
often reveal s previously-hidden behaviors. Thisisnormal, and to be expected; the purpose of
this paper isto present techniques that will speed this process along.

SIMULATOR OVERVIEW

This section introduces the componentsthat comprise our simulation environment for file and
disk systems. Our approach isto derive workloadsfrom 1/O traces gathered from real systems,
and feed these into real file system code sitting on top of a detailed disk model that has been
calibrated against real disks. Additional software, which we refer to as scaffolding, holds all
thistogether. Figure 1 shows how these componentsinteract.

We usetheterm ‘simulator’ in this paper to refer collectively to al the components shown
on the right side of Figure 1, while we use the term ‘file system simulator’ to refer to the
component that mimicsjust the behavior of thefile system code.

Trace derivation

(bootstrapping)
Operating system Simulator scaffolding
Capture trace of
file-system
i events from a i
File system e rond File system
Disk
model
Capture metadata
snapshot at start of Metadata
trace of real system snapshot
Real system Simulation system

Figure 1. Smulator framework

As Figure 1 suggests, we first gather traces from the real system running a real workload.
At beginning of the trace period, we take a snapshot of the file system metadata on the disk
or disks being studied. This is the information kept by the file system to map <file, offset>
pairsinto disk block addresses. Thetrace isoptionally used to derive a set of additional traces.
Trace requests are supplied to the simulator. Within the simulator, the scaffol ding component



984 C. A. THEKKATH, J. WILKES AND E. D. LAZOWSKA

replays these to create a workload for the file system simulator. The file system simulator,
in turn, emits requests to the disk model, which usually just performs timing calculations.
In addition, if the request is a read to the metadata, the scaffolding intercepts the request
and satisfies it from the previously-recorded snapshot; a metadata write is used to update the
snapshot.

The remainder of this section provides an overview of each simulator component; they are
discussed in greater detail in the subsequent three sections.

Workload traces

The accuracy of any performance study depends on both the quality of the model and on
the quality of the workload representation that is used. The two usua sources for simulation
studies are traces and synthetic workload models.

Synthetic workloads are considered more flexible than traces, and do not require significant
storage because they are generated on the fly. However, in order to be redistic, synthetic
workload models tend to be eaborate, difficult to parameterize, and specific to a single
environment. One sample of a synthetic NFS-workload generator’® uses 24 parameters to
describe the workload—awealth of detail that is not easy to gather.

Instead, our approach isto use trace-driven workloads, but to extend their utility through a
technique known as bootstrapping, which is described further in the next section. Thisallows
us to collect a single set of traces, and to generate additional sets while retaining certain
statistical guarantees with respect to the original.

For investigating file systemsthat do caching, the most useful resultsare obtained by tracing
requestsat the system-call level: byte-aligned reads and writes, plusvariouscontrol calls, such
asfile open and close, change directory, and so on.

We did our work on the HP-UX operating system, a POSIX-compliant Unix* system that
runs on HP 9000 PA-RISC series 800 and series 700 systems.’* The HP-UX system has a
built-in measurement facility that can be used selectively to trace system events; several other
operating systems have similar facilities, or one can be added relatively easily given access to
the system'’s source code.

For our case study, we asked the kernel measurement system to gather information about
al file-system related system calls, fork and exit system calls, and context switches. Together,
these allowed our simulation scaffold to replay essentially exactly the sequence of events that
took placeinthe original system.

There are a few important attributes of such trace-gathering systems for work of this
kind: the traces must be complete (no records must be missed), they must be accurate (not
contain invalid data), they must have precise timestamps (resolution of a few microseconds
is acceptable), and gathering them must not disturb the system under test very much. The
HP-UX trace facility met all these needs well: itstimestamp resolution is 1 usecond, and the
running time for the tests we conducted increased by less than 5% —at |east partly because
we did trace compaction and analysis off-line.

The next section describes one of the contributions of this paper: a method called ‘ boot-
strapping’ for on-the-fly generation of additional traces from a previously collected set of
traces. However, from the point of view of the simulator itself, each derived trace is handled
the same way, so we will defer further discussion of this aspect for now.

* Unix isaregistered trademark in the United States and other countries, licensed exclusively through X/Open Company Limited.
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M etadata snapshot

Before tracing is begun, a snapshot is made of the metadata on each of the file systems
used by the workload being traced. This snapshot includes a copy of the file systems’ naming
hierarchy, i.e., the directories, overall size information, and a copy of the layout information.
In our case, the HP-UX file system uses a dlightly modified version of the original 4.2BSD
Fast File System, so this dataincluded inode and cylinder-group maps.

The metadata snapshot is a copy of the data needed by the file system itself. The snapshot
allows the scaffolding to provide the file system code under test the same data that it would
have had access to, had it been running on thereal system. In particular, the file system reads
the directory data to do name lookups, and uses the layout information to turn user-level
reads and writes into disk operations. As the simulation progresses, the file system under
test modifies the metadata as a result of trace-driven user-level requests, and the scaffolding
faithfully performs the requested updates so that future requests to the metadata will return
the correct data.

Since the snapshot contains no datafiles, it is of modest size: afew percent of the total disk
space being simulated. This is possible because we do not simulate the contents of user-data
blocks, just their movement. Accesses to the metadata snapshot by the simulator scaffolding
go though the real file system of the machine used to run the simulation, and so are subject to
caching, which improvesthe elapsed simulation time.

Scaffolding

Thescaffolding isthe gluethat bindstogether the entire simulation. It providesthefollowing
facilities:

1. Lightweight threads, i.e., execution contexts, which are used to simulate processes
making file system calls and the concurrent execution of activities inside our disk
simulator.

2. Time-advance and other mechanisms needed for the discrete-event simulation being
performed.

3. Emulationof thekernel proceduresthat are accessed by thered file system. For example,
sleep and wakeup calls are mapped onto synchronization primitives derived from the
underlying lightweight thread library.

4, Software to access the metadata snapshot when requested by the file system code.

5. Software to manage the correct replay of an input trace.

At a high level, the working of the scaffolding is quite straightforward. The scaffolding
uses one lightweight thread to simulate each independent process encountered in the trace.
It then reads trace records that are fed to threads simulating user processes until the trace is
exhausted, or the simulation has reached a sufficiently stable state that the desired confidence
intervals have been achieved.

Each trace record is handed to the thread that is emulating the appropriate process. Most of
these requests are read or write operations, which turn into calls on the file system code, and
perhaps generate one or more simulated disk requests. Whenever therea process would have
spent real time—e.g., while waiting for a disk access to complete—thethread is blocked, and
waits for simulated time to advance to the appropriate point before it is allowed to proceed
again. Once the request has been completed the thread goes back to wait for the next request
for it to simulate.
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If the operation being simulated is a fork, a new thread is created and associated with the
child process, which then proceeds to accept and process requests, whilethe parent continues.
Asynchronous disk requests do not cause the thread to delay.

Occasionally, the metadata snapshot needs to be consulted, and real data needs to be
transferred between the snapshot and the buffer cache used by the file system code being run
in the simulation. Thisis usually the result of a directory lookup or inode update. Note that
the file system only invokes this mechanism when the needed metadata is not already in the
simulated buffer cache. As aresult, most reads and writes only do simulated data movement.

Disk simulator

Since we were interested in exploring the interaction between file systems and future disk
designs, we choseto construct adisk model that could easily be tuned to reflect design changes
extrapolated from current performance characteristics. We took some pains to calibrate this
model against current real disks, and in particular, to include the effects of caching in the disk
drive, which prior work had shown to be animportant part of getting good agreement between
amodel and reality.81® Asaresult, we were able to achieve differences between the real disk
and the modeled one, i.e., the model demerit figure, of only 5%.2

Thefirst component of our disk model isabuffer cache, which is used to keep track of data
that has been read, read-ahead, or written. Appropriate replacement policiesallow usto alter
the behavior of thiscache for different experiments. In addition, we model ed the physical disk
mechani sm—the rotating media and the moving disk head and arm—and the DMA engine
used to transfer data from the disk cache to and from the disk-to-host bus. By making each
of these lightweight tasks, we were able to model the overlap between disk accesses and data
transfers to and from the host system that occursin real disks.

Our model uses replaceable modules for each of these components, so it is relatively easy
to make changes to explore different design choices. For example, enhancing the disk model
to predict the effects of making its buffer cache non-volatile, to be described in the case study,
took less than a day.

File system simulator

The other important component we were interested in modeling was the file system. One
approach to modeling a file system is to construct a ssmplified simulation of the file system
code. By making suitable assumptions, the resulting complexity and devel opment time could
be kept within reasonable bounds. However, thisis a process fraught with difficulties, as our
examination of the LFS devel opment process suggests. Ensuring that the right simplifications
are made is difficult, doubly so because the expectations of the experimenter can often bias
the choicesin favor of the set of assumptions made during the design of the file systemthat is
being investigated.

We believethat it is possibleto do better. In fact, our approach isto usethereal file system
code instead of an imperfect model of it, thereby eliminating any possibility of incorrect
assumptions. To do this, we bring the file system out of its normal execution environment,
which is the operating system kernel or a trusted address space. We do this by providing
a set of scaffolding that looks—as far as the file system is concerned—ijust like the kernel
environment in which it normally runs, down to and including the synchronization primitives
the code is written to invoke. The entire ensemble runs as a regular, untrusted, user-level
application.
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File system designers have used thistechnique before to run kernel-level code at user-level
to simplify debugging during program development,™ but not, to our knowledge, explicitly
for performance studies.

Our approach allowsthefile system implementati on and an understanding of itsperformance
to develop together. For example, in addition to providing functionality stubs for incomplete
portions of the code, we can provide performance stubs as well. Running the new designin a
user-space scaffolding, as in our approach, combines the advantages of easier development,
faster turnaround time, and more flexible debugging with early access to performance data.

In the case study we conducted, we used the production HP-UX file system code asthefile
system simul ator.

Analysis: detail and complexity versus efficiency

We argue here for the use of detailed models for file system and disk system components.
Our contention is that such models lead to increased confidence and increased accuracy,
without an excessive increase in execution time or compl exity.

Consider first the degree of detail that is desired in modeling the system. Obviously, if the
real systemis availableto test, it isusually best to measure that system, since this minimizes
the uncertainty. One of the strengths of our approach isthe use of red file system code as the
file system simulator, which removes one mgjor cause of uncertainty; another is the use of
real traces rather than synthetic ones; athird is the calibration of the disk system against real
disks.

Consider next the degree of detail that is required to model the system. Work in disk drive
modeling has shown that detail ed model sare anecessity there: ignoring caching effects, which
in turn depends on modeling rotation position in the disk, can result in mean simulated times
asmuch as afactor of two larger than they should be.2 So, sufficient detail isessential if useful
results are to be acquired.

Of coursg, it is not always possible to determine which features of the model will proveto
be the most important—indeed, these may change as afunction of what isbeing modeled. For
example, afile system that did not make rotational-position layout optimizations or use the
disk’s aggressive write caching would be much less sensitive to caching effects in the disk.
Thus, we believe it prudent to err on the side of caution.

Finally, consider the cost of detailed models. We believe that the approach we advocate is
not particularly costly: our disk simulator is able to process about 2000 requests per second on
a 100 MHz PA-RISC processor; the file system code runs at full processor speed; and—just
asinrea life—the metadata snapshot information is frequently cached by the underlying rea
file system that the simulator is hosted on. The result is that the elapsed time for executing
the simulationsis much less than that required to execute the real system executing the traced
workload. Furthermore, as processors speed up relative to /O, this disparity in performance
islikely to increase.

A significant benefit of our approach is confidence in the results. In the final stages of
design, omitting acrucial detail may be potentially dangerous. Our approach makesit easy to
construct a detailed model that avoidsthis pitfall.

We fedl the accuracy and confidence offered by our approach far outweigh the small
investment in timeto build the scaffolding. Thisisaone-time cost that can be amortized over
many studies. In our experience, the codeto implement adetail ed disk modd and the bootstrap
generator proved fairly straightforward. By simply dropping the red file system codeinto the
simulator, our development time for this portion of our model was zero.
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On the other hand, a potentia drawback to our schemeisthat it assumes the avail ability of
thefile system code. Sometimesthis might not be case, e.g., when designing anew file system
from scratch. However, even in these cases, many aspects of the our system, e.g., the disk
model, workload characterization, and parts of the scaffolding, may be used independently.

CONSTRUCTING A WORKLOAD

As mentioned in the introductory section, traces and synthetic workloads each have advan-
tages and disadvantages. Traces are more realistic but tend to be very voluminous. Synthetic
workloads offer flexibility at the loss of verisimilitude. We use a technigque that combines the
good elements from both approaches.

Our method isderived from a statistical technique called bootstrapping,*’” which can be used
to increase the confidence and reliability of scientific inferences. The basic ideaisasfollows.
Givenasampleof size N of some populationwith an unknown distribution, we generate some
number of new samples of size N by selecting e ements at random from the original sample.
The dements are sel ected with replacement, which means that copies of the same el ement can
occur more than once in the new sample. Note that we can generate NV different samples of
size N.

For each sample, called a bootstrap, assume we calculate some sample statistic, say, the
average. The calculated statistic from each of the bootstraps constitutes a distribution, called
the ‘ bootstrap distribution’ . Bootstrap theory saysthat the bootstrap distribution can be treated
asif it were adistribution created from samples drawn from the real population. Thus, it can
be used to estimate the accuracy of the statistic, in this case the average, that was calculated
from the original sample.

A useful pragmatic aspect of bootstrapping isthat a new sample of size N can be created
on-the-fly. This can be done by numbering the elements in the origina sample sequentially
from 1 to N; generating N random numbers in the range; and then selecting element 4 to be
in the bootstrap whenever the random number generator comes up with the number i.

Bootstrapping is a well-established technigue in statistics that has not, to our knowledge,
been used in computer systems analysis. The technique can be applied to file system traces
in a straightforward way to generate many trace sets given asingletrace. To afirst order, we
usetheindividual processesthat show up in our traces as the ‘ elements’ for the bootstrapping
process. The truth is dlightly more complicated, and elaborated on below. Selection of a
process e ement impliesinclusion of al the 1/Osit issued in the resulting bootstrap trace.

We generate bootstraps—as many as required for the experiment; the number available
is effectively unlimited for any realistic value of N—and run it against the simulator. With
high probability, the bootstrap distribution has statistical properties that are similar to the
real-life population. Thus the behavior of a system when run against the bootstrapsis likely
to approximate its behavior in real life. Note that bootstrap theory does not imply that the
behavior of the simulator on individual bootstraps will be be the same as the original trace.
However, the average behavior of the simulation on a set of bootstraps approximates the
average behavior of the simulator if it were run on a set of real traces.

I ndependence of sample elements

In bootstrapping theory, the elements of a sample are assumed to be independent of each
other. Consequently, the degree of dependence between sample e ements in a bootstrap will
affect the fina results. This affects practical file system studiesin two ways.
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There are two kinds of inter-dependence that matter: functional dependence, e.g., afile
system will not allow write operations on a file that has not been opened, and behavioral
dependence, e.g., if process P1 writes once to the file, process P2 will read six things from it.
We need to be concerned with both; bootstrapping theory is strictly only concerned with the
|atter.

Functional dependence requires that the elements used in the bootstrap be large enough
to include the necessary system state. For example, an element that includes a read from a
file must also include the system call that opened that file. In practice, when a file-system
study of the type we conducted is being done, this meansthat elements are at least aslarge as
processes, and may sometimes have to be groups of processes forked by a common ancestor
if the ancestor performs file open operations that the child processes rely on.

If processes exhibit behavioral dependence, e.g., they communicate using pipes or synchro-
nize on a common file, it is hecessary to aggregate these processes into larger units that are
then treated as independent sample elements.

Together, these adjustments can decrease the number of elements for the bootstrapping.
However, itisimportant to note that the quality of input to the simulator isnot degraded. First,
even with amodest number of elementsin a sample, there isno practica limit to the number
of bootstraps that can generated. For example, even if N is only 5, 3125 (= 5°) possible
bootstraps can be generated. Second, since we are only aggregating the amount of file system
activity, and not discarding samples, each bootstrap continues to offer roughly the same load
to thefile system as the original trace. Thisistrue even if only asingle bootstrap can be built
because al the input has to be aggregated into one element.

Implementation and validation

In our implementation, bootstrap generation is done as a three stage software pipeline. The
first stagerolls a die multipletimes to choose a set of processes that are to be included in the
bootstrap. The second stage del etesthe traces of the processesthat are not part of the bootstrap.
The final stage duplicates the traces of processes as necessary; new process identifiers and
sequence numbers are created at this stage. Recall that creating a bootstrap involves selection
with replacement. This process allows the individual elements to execute independently of
one another.

Duplicated records have the sametime-stampsasthe original recordsthey are derived from.
Thiscould lead to increased contention for file and disk resources. In our experiments, thishas
not been a significant issue for the average case behavior because of the filtering performed
by the user-level file cache in thefile system simulation.

For agiven trace, we generate multiple bootstraps and run the simulator on each bootstrap,
and then aggregate the performance data that results across these runs. Bootstrapping theory
tellsusthat bootstrap distribution of aparticular statistic closely approximatesthetrue, but not
directly measurable, distribution of the statistic in the real population. Thus on the average,
the performance of the simulator on the bootstraps will be similar to what would have been
seen if it had been run onreal traces, i.e., samplesfrom the rea population.

The entire process of generating bootstraps can be done on-the-fly. It is aso repeatable, if
the same pseudo-random number generator is used for the selection process. This means that
exactly the same bootstraps can be generated severa times if so desired, e.g., for runs with
different simulation parameters.

The main vaue of using bootstrapping in simulation studiesisto extend existing trace data
on-the-fly whileretaining certain statistical guarantees. Aslong asthe original trace datawas
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arepresentative sample of the original system, bootstrapping theory tells usthat the aggregate
of the bootstraps will also be representative of thereal system. That is, rather than collecting
and storing multipletraces, on-the-fly bootstrapping allows you to achieve the same effect as
if multiple traces were collected—but with much less effort.

MODELING THE DISK

Although there are some exceptions, much of the prior work on disk modeing has not
accurately reflected the considerable concurrency that occurs in modern disk drives, nor the
actual operationa characteristics of the disk itself, including non-linear seek versus distance
times, bus transfer effects, and caching. We endeavored to address these issuesin our model.
Its calibration has been described elsewhere;® here, we concentrate on a description of the
elements that go to make up the model.

<—| SCSl bus t -

DMA engine
task

Disk model

DMAengine:
"get new work"

Disk controller

data structures
Buffer cache and code
Disk mechanism:
* "get new work"
Disk mechanism
task
—

Internally
queued requests

Figure2. Major components of the disk model

Figure 2 shows the components of our model. The major componentsare as follows; in our
implementation, each is a C++ object:

1. Thediskcontroller isadatastructurethat bindstogether the other elements, and provides
aplaceholder for them. It a so provides the management code for the disk’s actions, and
anumber of parameters used to control modeling of aspects like controller overhead.

2. Thedisk cache represents the on-board cache memory in the disk. It can be managed as
a simple speed-matching buffer, or ssgmented and used to cache data before or after it
isexplicitly referred to by the host. Here are two examples of the caching policies that
our model supports. If the disk isidle, and the last request was a read, the controller
may choose to continue doing a specul ative read-ahead into the cache in casethe host is
making sequential transfers. If the last request is a write, the controller may allow data
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transfer across the bus into the disk in parallel with the execution of the last request;
thisis known as immediate reporting, and allows efficient writes to consecutive disk
addresses.

3. The disk mechanism task models the rotating media and the disk heads attached to a
movingarm. In practice, most of the codeis concerned with transl ating logical addresses
into physical ones, taking into account details of the disk drive geometry such as zoning,
which allowsmore sectorson the outer tracksthan theinner ones spare sectors, and head-
and track-sector skew, which minimize rotation delays on head and track-switches.

4. The DMA engine task models the transfer of data across the interface between the disk
and the bus connecting it to the host system. The busis acquired and rel eased according
to policies determined by the design of the disk controller, parameters that can be set
by the host system, and the availability of data or space in the disk cache. This alows
contention between multiple disks on the same bus to be model ed correctly.

5. The request-scheduling policy determines, in combination with the cache-management
policies, which request will be executed next if the disk drive has been passed morethan
one. For example, thisallows the command queueing of SCSI-2 to be modeled.

We found it convenient to have each task call into the disk controller code to request work
for it to do, blocking if there was none. This allowed each task to be a simple get-work—
execute-it loop, and let us concentrate the complexities of handling the interactions between
the cache management and the regquest scheduling in one place.

While this model might appear complex, it isin fact quite easy to implement. Our scaf-
folding provides lightweight threads, synchronization objects such as semaphores, and queue
abstractions. Thedisk elements areimplemented as independent threadsthat send messagesto
each other through queues and synchroni ze as needed using semaphores. The modd has been
parameterized for several different disks using a combination of manufacturer-supplied data
and direct measurements. The simulationistuned to minimizeerror in the transfer size range,
typically 4-8 kbytes, commonly used by current file system designs. Calibration against real
disk performance under arange of workloadsyields excellent agreement, within 5%. Thetotal
code required to achieve thislevel of accuracy is modest—allittle over 3000 lines of C++.

The particular disk model that we describe here has been extensively used in other studies.
A separate paper® contains quantitative information of how different portions of the model
contribute to its accuracy and how it compares with typical simple models. Undoubtedly, an
accurate model like ours is more complicated than a simpler, less accurate, model. On the
other hand, we can quantify and bound its deviations from the behavior of real disks, and we
know that it does a good job of modeling components of disk behavior that are growing in
importance as file system designs attempt to adapt to, and take advantage, of exactly these
performance non-linearities.

MODELING THE FILE SYSTEM

Since we were particularly interested in exploring the effects of changing disk technology on
file system behavior and performance, we developed techniques that allowed us to use the
actual file system code rather than an imperfect abstract model of it. By comparison with an
abstract model, our approach increased our confidence in the results, and also ensured that
we did not have to continually adjust the parameters of the file system model as a result of
different workloads or disk behaviors.

We found it straightforward to adapt the file system code running in the kernel to run asan
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untrusted user application withinthe simulator. Theinfrastructure requirementsof afilesystem
are typicaly straightforward: some multitasking, simple memory management, and access to
physical devices and user memory space—usually through a very stylized, well-controlled
interface. The multitasking support usually has to include some form of threads and a set of
synchronization primitives. All these arerel atively easy to emulatein auser-space scaffolding.
For example, the device-driver routines can easily be provided by a set of procedures that
invoke the interface provided by the disk simulator. Processes in the original system can be
treated as independent threads each with per address space structures imitating those of the
original system. Though we happened to use the HP-UX file system as a base for our case
study, these techniques are applicable in exporting code from other systems to run at user
level.

As a specific example, for the case study to be described later, the entire HP-UX file
system,* which is derived from the 4.2BSD Fast File System,’® was run at user level without
maodification. Inthiscase study, amost all the code in thefile system simul ator wastaken from
acopy of theHP-UX product source code. Additional codethat was needed to makeit execute
correctly at user level was quite minimal—about 3000 lines of C. This represents code that
isimplemented once; the actual code for the various file systems under test runs unchanged.
This represents a huge saving in work, because typical file system implementations are quite
large. Most of the code we added isrequired to providetheright kernel-level abstractions and
the correct device interface at user level and can be reused without any change to simulate
other file systems.

To validate our file system simulator implementation against a real kernel, we compared
the block requests issued by the real file system running inside the operating system kernel
and the simulator. There were no significant differences between the two systemson a set of
severa different programs. Thisis not too surprising: we were executing the same code in
both cases, but we found that it inspired our confidence in our results.

SCAFFOLDING

The scaffolding is perhaps the most important piece of the simulator framework. Apart from
providing the basic framework for a discrete-event simulator, it binds together the various
pieces of the simulator and provides interfaces that are appropriate to each. The preceding
sections have touched upon the facilities provided by the scaffolding to the file system
simulator and the disk simulator. This section expands on those, and describes some of the
detailsrelated to the discrete-event simulation.

Threads

The central element of the scaffolding is its coroutine or threads package. We happened
to pick one built upon the base provided by a standard, off-the-shelf library from AT&T,*®
modified slightly to support time cal cul ations using double-precision floating point instead of
integer arithmetic. Our choi ce of thethread library wasdi ctated by what wasmost conveniently
availableto us. Other packages such as PRESTO™ could probably also be used with minimal
maodifications. Such coroutine packagestypically provideaset of objectsincludinglightweight
threads, synchronization objects, and communication channel s such as queues. They need not
implement preemptive multitasking, but should at least support the notion of simulated time,
in which athread can delay for awhileto represent passage of real time, and then be resumed
once simulated time has advanced sufficiently.
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Tracereplay

The trace records we used contained file system calls made by programs, in addition to
records for process creation and deletion. Each trace record contained the process identifier
of the caller, parameters to the system call, and two time-stamps—one indicating when the
system call was initiated, and the other when it completed.

For trace records that indicate a process creation, the scaffolding creates a new thread,
complete with whatever kernel level state that the origina process had. For instance, in the
Unix model, open file descriptors and the current working directory have to be inherited from
the parent process.

After each system call is performed, the thread goes back to waiting for morework. When a
processdel etion record i s encountered, thethread emits some statistics, and isthen terminated.

For trace records that denote normal file system events, the scaffol ding hands off the request
to the previously-created thread associated with the process that issued the request. Thethread
then delays for a while to represent application compute- or think-time. This period is the
interval between completion of the last rea request and this one, as recorded in the trace. A
faster CPU can be conveniently modeled by decreasing the duration of this pause. Notice that
the simulated time at which the new request is issued may not be the same as the real time
recorded in the trace: the file system and disk subsystem models may execute the request in
more or less simulated time as a result of many factors, including design changes.

After the delay has expired, the thread executes the system call described in the trace
record—typically by calling into the file system, which executes its code exactly asif it had
been invoked by a process executing in the kerndl.

When the file system call returns, it is necessary to advance the simulation time by the
amount of real time it would have taken to execute the file system code. A convenient way
to do this is to measure the time taken to execute the file system simulation code, which is,
after dl, thereal code, and then reduce this, if necessary, by a constant factor representing the
difference in CPU speeds of the processor being model ed and the one on which the simulation
isrunning.

As part of executing thefile system code, disk requeststhat might be made are also charged
against the thread. Notice that other requests can enter the file system code, subject only to
the synchronization constraints imposed by the scaffolding, which isin turn afaithful model
of the real system’srules. This usualy allows concurrent outstanding requests from different
processes to be executing inside the file system. If the scaffolding failed to support this, it
would underestimate the effect of contention in the file and disk system and could lead to
erroneous results.

Asapractica matter, maintaining the appropriatelevel of concurrency inthesimulationwas
one of the thorniest issuesthat we had to deal with. We got it wrong several times, eventually
settling on the following scheme.

Each thread has a private input queue of requests, i.e., trace records, that it is expected to
process, sorted by their start time. When a thread finishes its current request, it attempts to
get the next record to execute from thisinput queue. If there is something there, it executesit.
If not, and the thread has not yet been terminated, the scaffolding reads down the trace input
until it finds the next request for thisthread. Sincethe input trace is sorted by completiontime
of the origina system calls, not by process number, it is quite likely to read severa records
before it finds one for thisthread. These records are appended to the ends of the work queues
for the relevant threads.

This scheme could potentially require reading ahead arbitrary amounts of trace input:
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consider athread that doesa’ sleepforever’. Thus, the degree of read-ahead hasto becontrolled
in each simulation. This limit is set high enough, typically a few thousand requests, so that
the amount of lost concurrency isvery small, and the performance effects negligible.

Correct sequencing of process creation and deletion is achieved by having the threads
themselves perform the fork and exit calls that alter the scaffolding state.

File system support

Our scaffolding provides the necessary support environment for the kernel-level file system
used in HP-UX to run in user mode. It supportsthe notion of the UNIX system’s per-process
u-area, provides support for sleep and wakeup synchronization calls, and emulates the kernel
trap/return mechanism.

Some aspects of the origina kerndl implementation are simplified in the simulator. For
instance, the kernel-level routines used to transfer data safely between user and kernel spaces,
as well as the memory alocator, have been simplified without affecting their interfaces.
We were aso able to simplify interrupt handling by eliminating the kernel mechanism for
vectoring and dispatching the interrupt to the device driver.

Thefile system codeis presented with the sasme disk interface that it would seein the kernel.
However, when a call is made to read or write adisk, the scaffolding intercepts it, and passes
it on to a disk simulator read/write routine. The disk simulator routines neither produce nor
consumeany real data. Datafrom the calling processisusually discarded unlessit is metadata
that might be needed later. Inthiscase, it isadded to the snapshot data by invoking real system
cals. Smilarly, data given back to a process is usually meaningless, unlessit is metadata or
directory information that has to be used by the file system. In such cases, the snapshot is
consulted for the data.

In our implementation, we did this check by comparing the block number issued by thefile
system against al ookup table hashed by metadatabl ock numbers. Thisstructure also provided
a pointer to where in the metadata snapshot the block was stored. Simulated time was not
advanced while the snapshot is consulted: as far as the file system could tell, the request took
just as long as the disk timing model said it should.

CASE STUDY

The previous sections have described a collection of techniquesfor file system simulation. In
this section we describe a case study that employs these techniques. Through our case study,
we wish to demonstrate that:

1. Our disk modedl isdetailed enough to study the effect of important and practical changes
that would be difficult or impossibleto study otherwise.

2. Bootstrapping is an efficient and useful technique and can be used instead of extensive
trace generation or synthetic workload models.

3. Our scaffolding mechanism is powerful and robust enough to handle code from a real
file system.

We demonstrate the first two of these goals directly through quantitative experiments. We
demonstrate the last goal indirectly by running the production-quality HP-UX file system
within the scaffolding.

We do not present detailed comparative measurements of file systems, e.g., FFS and LFS,
because our goal is to demonstrate that the methodology works and is ‘real’, rather than
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to conduct an extensive and definitive performance analysis. Instead, we have chosen to
present a simple study that underscores the use of the separate techniques rather than alarge,
complicated case study where it might be difficult to isolate the advantages of using each of
our techniques.

Modification analysis

The basdine system we measured consists of the standard Fast File System from HP-UX
version 8.0 running a multiprogramming benchmark designed to be typical of a program
devel opment environment. Thebenchmark isquitel/O intensive and includes program editing,
compilation, and miscellaneousdirectory and file operations. Themultiprogramming level was
set to 20 users, to approximatethe situation when 20 programmers are working. Thefiles used
by the benchmark were stored on a disk that is essentialy identical to the model shown in
Figure 2.

The modification analysisthat we undertook isrelated to disk system design. We studied the
performance changesin the original systemwhen the track buffer wasmade non-volatile. This
has the effect of speeding up writes, which now complete as soon as the datais in the buffer
without waiting for the disk mechanism. Synchronous writes, which slow the performance of
many file systems, are no longer on the critical path with this design. The write back policy
used to clear the buffer to disk is similar to C-SCAN,?>?* modified so that read requests
take precedence over write requests so as not to introduce delay to user-level requests. We
expected that introducing a non-volatile RAM into the disk would improve throughput and
would alow the disk to keep pace with increased CPU speeds up to a point. This type
of modification analysis is very useful in disk system design and allows cost/performance
comparisons between hardware-based and software-based logging solutions to the problem
of synchronous writes.

The significance of using our detailed disk modd lies primarily in being able to undertake
the modification analysis. Accounting for the effect of the track buffer and the writeback
policy would be quite difficult with amore abstract model. In addition, the quantitative result
of the analysis also has a high degree of confidence because of the fiddlity of the disk model.
Accuracy tends to be a significant factor as cost-performance margins narrow in the later
stages of design.

Figure 3 graphs the peak throughput of the baseline system and the modified system,
executing traces from the origina sample.

Throughput is measured as the rate of data transfer between the file system and the disk.
The X axis shows relative CPU speed, i.e., it models the performance effects of increased
CPU speeds without any change in the disk speed. Predictably, the throughput levels off as
CPU speed increases, because the bottleneck becomes the disk servicetime. The graph shows
that saturation occurs when the CPU speed increases by about 100% over the basdine value.

The new organization has roughly 50% better overall throughput and saturates at about
50% higher CPU speed than the original. Thus, this approach would indeed be a feasible
improvement for existing file systemsif the hardware costs were reasonable.

Effectiveness of bootstrapping

Here we demonstrate the behavior of bootstraps compared to the original trace data. As
mentioned earlier, the theory behind bootstraps guarantees certain statistical properties on the
resulting data set. In particul ar, the distribution of a particular statistic got by running multiple
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Figure 3. Comparison of the baseline disk systemwith one that adds an asynchronouswrite-back cache, using the
original trace

bootstrapsis as good as that generated by running different traces, i.e., samples, from the real
population.

Each dement in our sample is a process generated on behalf of a synthetic user in our
20-user benchmark run. Each of these processes is represented by several, possibly many,
trace records; in turn, each synthetic user is represented by many processes generated on their
behalf.

A complication that applies to this simple labeling of processes as e ements is that some
processes depend on the work done by others: for example, consider the situation where
process P1 creates a directory, P2 reads files from the directory, and finaly P3 deletes the
directory. If a particular bootstrap included processes P2 and P3 but not P1, its execution
would fail because it would not contain the ‘ create directory’ trace record. Similar problems
would arise if we took individual trace records as the element for the bootstrap.

We solved this problem by exploiting our knowledge of the benchmark. We identified
interdependent processes, like P1, P2, and P3 above, and aggregated them into asingle sample
element. Because we understood the benchmark, we were able to do this manually; it would
be straightforward to generate atool that determined these interdependencies from the input
trace, since it contains all the information needed.

As mentioned previously, aggregation does not affect our ability to generate large number
of bootstrapsor the number of requests placed on the simulator. Based on our experience with
our benchmark, thisaggregation has not been a serious problem. Further, if theelements of the
tracewereindividual disk block accesses, such aggregation would not be required because we
could treat the requests as independent from the viewpoint of the disk system being studied.

We performed a first-order evaluation of how well the bootstrapping technique generated
workloads by comparing the simul ated performance of the original baselinecasefrom Figure 3
against severa different bootstraps generated from it. The results are shown graphicaly in
Figure 4 and in tabular form in Table . In this case, the results are in good agreement to that
produced from the real trace. Even if they happened not to be, recall that bootstrapping theory
saysthat the average behavior on alarge number of bootstrapsis agood indicator of behavior
on alargetrace.

The exercise here was one that was designed to explore the use of bootstraps in practical
simulations. In reality, the point of using bootstrapsis not to repeat a given experiment but to
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extend thetrace data. That is, rather than generate and store multiple traces, bootstrapping is
used to extend the trace, and the results from these are used as indicators of the behavior of
the system on a set of real traces.

CONCLUSIONS AND CONTRIBUTIONS

Technology trends suggest that the design of file and disk systemswill continue to be avery
important area. To this end, this paper has described a set of techniques that can be used to
improve file and disk system performance studies by increasing both the accuracy and the
efficiency of careful simulation studies.

Thetechniques presented in the paper fall into three areas: workload generation, file system
modeling, and disk modeling. In each of these areas, the paper makes novel contributions,
some of which are enumerated below:

1. The use of bootstrapping in creating traces with known statistical properties appears to
be novd in the computer science community, even though it is awell-known approach
in the statistics community.

2. Thefile system model and scaffolding demonstrate that by employing simple primitives
and a modest amount of programming effort, it is possible to generate a faithful file
system model that incorporates the detail and subtlety of the actual system under test.
Asabasisfor comparison, we spent roughly 2—3 person weeksimplementing thisportion

of the code.
Tablel. Variations of the sample bootstraps from the original trace
Percentagevariation in
throughput with CPU speedup
Sample 10 20 30 40 50 60 Mean Std.Dev.
Original - - - - - - -
Bootstrapl 00 00 09 13 -09 -12 0.0 10
Bootstrap2 00 00 22 00 22 17 10 11

Bootstrap3 00 01 22 02 00 17 0.7 1.0
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3. Our use of the scaffolding for the file system code in a way that emphasizes obtain-
ing performance information is an extension to prior work, which emphasizes code
debugging.

4. Our detailed disk model shows that it is possible to capture the nuances of behavior of
complex modern disk drives, while retaining good execution speed for the simul ator.

Notice that each of the techniques we describe can be used independently of the others.
For instance, bootstrapping can be used to generate workloads without using the file system
scaffolding or the disk simulator.

We believe that detailed simulations and simple analytic models both have an important
place in understanding the behavior of complex systems. The simple models are crucia in
narrowing the design space to manageable proportions, at which stage additional detail is
required for redlistic evaluations. The approach and techniques we present here allow this
detailed simulation step to be applied morereadily, across agreater set of workloads, and with
greater confidence in the results than would otherwise be the case.
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